Montazni navod

(Montéazny navod, Fitting instruction, Montageanleitumg,

Instruzioni di montaggio, Monteringshandledning,
Asennusohje, Instruction de montage,
Montegehandleiding, WHcTpyKuua no yctaHoBKe)

":

®
ol

Tazne zarizeni
VOLKSWAGEN Golf Variant / Combi 03/1993->09/1999

Tazné zariadenie
Towbars
Trekhaak

Anhangerkupplung de
Dispositif d'attelage
Equipo de remolque

Sprzet holowniczy

Hinauslaitteet
BykcupHoe obopynoBaHue

vyrobce / dodavatel

SVC Group s.r.o.
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Odkaz na produkt:
https://www.svcgroup.cz/tazne-zarizeni-sro
uby-pevny-skoda-rapid-monte-carlo-10-20
12-2018-p7283-v960

WWW.SVCgroup.cz
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\ Piredepsané utahovaci momenty:
VW GOLF lll Variant ﬂ m Specified torque settings :
i —

type 1H . 4ks M10x40 @ 4ks QJ

ORIGINAY

M5 5,9 Nm 6,5 Nm

1940 kg | 1500 kg

MontaZni navod M6 10.0 Nm 10,5 Nm
Fitting instruction H 8/93'>99

Anbauanweisung

D M10 49,0 Nm 51,0 Nm
Classe A50-X Hodnota m ',

e Alle M12 85,0 Nm 87,0 Nm
alie's . valu
| fﬁgfzo Typ: \\[l'-::% 33; -:ll 3?2 Wert M14 1350 Nm 138,0 Nm
- Cep:VT 20 m m
00 - 0064 8,30 kN | 50 kg el- 170 ZV M16  2100N 2141 N

Montazni navod

VW GOLF Il Variant type 1H

1/ Demontujeme zadni naraznik z vozidla a téZ plechové kryty nosnik( (tyto nebudou
jiZ zapottebi). Z mist pro uchyceni taZného zafizeni odstranime prelepy otvort.
2/ Nasuneme taZné zafizeni a toto prichytime 4 $rouby M10x40 pres velkoplo$né podloZky
a poté fadné dotahneme dle utahovacich momentu.
3/ Do narazniku zhotovime vyfez dle obrazku a poté jej namontujeme zpét. (v provedeni
na 2 Srouby montujeme ¢ep aZ po nasazeni narazniku)!!!
VSeobecné pokyny :
1.V uchytech a spojich taZzného zafizeni s karosérii ,musi byt karosérie o€isténa od mékych antikoroznich
ochran (nastfiku karosérie. VSechny vrtané otvory ocistéte od Spon a oSetfete antikoroznim pfipravkem.
2. Kulovy Cep a pohyblivé souc€asti udrZujte v Cistoté a mazte tukem , pouZivejte na tfeci plochy a otvory
systému krytky k tomu ur€ené.
3. PouZivejte dodany pevnostni spojovaci material }
4. Po ujeti cca 1000 km s vlekem, nechte zkontrolovat Sroubové spoje taZzného zafizeni.
5. Kulovy ¢ep nesmi ze zakona prekryvat registrani znacku vozu.
6. Zapojeni el instalace taZného zafizeni k vozu musi odpovidat pfislunym platnym normam
a poZadavku vyrobce vozu (viz. pfirucka k vozu, ¢i u prodejce vozu).

2x M10x40 %\‘\@\

Tazné zafizeni je pevnostné zkouseno dle predpisu ES 94/20 spliiuje vSechnypfedepsané normy ES.
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Type VTZ: 002 K

Typ:VTZ 001-134 SVC NACHOD;s.r.o. e-mail:svc@svcnachod.cz Tel.:+420 491421021
VTZ 002-134 Pod Smrkem 2031, 547 01 Nachod CR INFO-HELLP : www.svcnhachod.cz mob.: +420 603360607 405 o6 e ©
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Fitting instructions: S
Fitting instructions: S -
1. Dismantle the back bumper from a car and also sheet bracket covers (they will not be 3 c
needed anymore). Remove hole stickers from places for attaching a coupling device. ; ._‘E 5 2
2. Put the coupling device on and attach it by using four M10x40 bolts through large area e X =
. . . > © = £
washers and then tighten everything according to torque moments. . > N c
3. Make a slot into a bumper according to a figure and then put the bumper back. (Attach L & 5 ‘: X
a ball after putting on the bumper in case of a two bolt version)!!! Pl Z 8 | F
2. 215 |
General instructions: oy | - 0|2 |
1 Remove insulating material on a car body in grips and joints of a tow bar with a car “O ) S :
body. Clean all drilled holes with anticorrosive agent and remove all metal shavings. & () e GLJ |
2 Keep ball hitch and all moving parts clean and grease them, use on friction areas and L ; ‘E o |
use original supplied plastic covering caps. 8 N c |
3 Use supplied mechanical strenght jointing material. o > < qq_-) I
4 Itis recommended to retighten all fixing bolts and nuts after coupling device has been oY c :
in use approximately 1000 km. <L T |
5 According to a law a ball hitch cannot cover a number plate. zZ = |
6 Wiring of a tow bar must be up to a standard and car maker requirements (see a car ; I
manual or ask a car dealer). ’E E /\ |
The tow bar has been plysically tested according to a regulation 94/20/EC and fulfils all = 0O // x :
prescribed ES regulations prd t T — |
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Typ:VTZ 001-134
VTZ 002-134

SVC NACHOD,s.r.o. e-mail:svc@svcnachod.cz Tel.:+420 491421021
Pod Smrkem 2031, 547 01 Nachod CR INFO-HELLP : www.svcnachod.cz mob.: +420 603360607
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Nevite si rady? Potfebujete poradit?

Nas zakaznicky servis
je vam k dispozici

%, +420491 421021

g Svc@svcgroup.cz

Opravdovy specialista a Certifikovany vyrobce taznych zafizeni
s nejvétsim sortimentem v CR. Rodinna firma s vice jak 30letou
ovérenou tradici vyroby, prodeje a montaze.

WWW.SVCgroup.cz



